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MatadorÊ Inlet Filter 

Specifications & Instructions 

 

Sizes & Quantities 
  Item/Model #  Description Dimensions Type 

PSM27.30.10 Box (10 mats) 1.5"x27"x30"  Box 

PPSM27.30.120  Pallet (Single Mat - 120 Ea.) 1.5"x27"x30"  

12 Boxes/ 

pallet 

R27.21.8  Roll (enough for 8 mats) 1.5"x27"x21' Roll 

PR27.21.12.96 Pallet (Roll - 12 Units)  1.5"x27"x21' 

12 rolls/ 

pallet 

 

 

Physical Properties  
   Sediment Control (ASTM D 5141) 

Test Material Sand sieved through No. 10 sieve 

Filtering Efficiency (%) 59.1 

Flow Rate (Liters/minute) 150 

UV Resistance (ASTM D 4335 - 500 Hour Exposure) 

Tensile Properties (ASTM D 5035/ECTC) 

Smolder Resistance (ECTC) 

Maximum Burn Distance (in) 0.29 
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Performance 

Properties Baseline Post 500 Hr. Exposure 

MD-Maximum Load (ppi) 14.6 10.2 

TD-Maximum Load (ppi) 18.7 13.8 

MD-Elongation at Max Load (%) 19.3 16.9 

TD-Elongation at Max Load (%) 27.7 16.6 
 

Benefits 

 

¶ MatadorÊ offers performance and flexibility 

¶ It installs in minutes without lifting the grate 

¶ Cuts easily with utility knife or shears 

¶ One man installation process  

¶ Easy to maintain by sweeping surface and sides to remove built-up silt and 

allow water to flow 

¶ Vehicle traffic will not damage or dislodge  

¶ Non-hazardous to pedestrian traffic 

 

How it works 

 

Stormwater runoff slows as it flows through the media, allowing sediment to drop 

out. Filtration further reduces sediment load. Filter water enters the storm water 

system.  
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The MatadorÊ can be installed on virtually any type of storm grate including Flat, 

Roll Curb, beehive, and Curb inlets.  
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Installation Instructions  
 

 

 

Remove sediment, debris, ice and snow from the 

inlet grate surface and surrounding area. Verify fit 

by placing filter over inlet grate to ensure that the 

MatadorÊ extends at least one inch beyond the 

front and both curb ends. The overlap slows water 

flow and starts filtering sediment and debris 

before water drops into the inlet.  

 

 

 

 

 

 

Position the MatadorÊ on grate with the net side 

down, flush to the back edge and extending 

beyond the grate opening on the front and both 

sides. The zip ties attach the MatadorÊ to the 

inlet grate cover without lifting the grate cover.  

 

 

 

 

 

 

Insert zip ties and lift the MatadorÊ slightly to 

enable you to see the first grate bar from the edge 

of the grate cover. Push the zip tie down through 

the MatadorÊ and loop under the grate bar. Insert 

the pointed end of a zip tie, about 2" away from 

the first zip tie penetration and push back up 

through the filter. Push the pointed end of the zip 

tie, into the receiving end just enough to hold 

ends loosely. Make sure to leave zip ties loose, 

until all ties are looped through the mats, around 

the grates. Repeat until all zip ties are installed 

loosely.  


